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BATTERY PACK REMOVAL 



OPTIONAL PCMCIA CARD REMOVAL 





3. F'ull the lottery pack slightly to 



KEYBOARD REMOVAL 




KEYBOARD REMOVAL 




TOSHIBA 
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KEYBOARD REMOVAL 



EXPANSION MEMORY REMOVAL 




4. Lift out the Keyboard and lay it on th 


e palm n 


at B* 


I. Tin nth* 










5. Remove one M25x4 black screw a 


id lift cut 














6. Disconnect the Keyboard cable Iron 


l PJ21 vi 






system board and remove the Keybi 






4... k „ 


HDD REMOVAL 
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TOP COVER REMOVAL 




TOSHIBA 

Tough Enough for Today's World. 



FIELD REPLACEABLE UNIT DOCUMENTATION 
Satellite 

4030/4060/4070/4080/4090/4100 Series 














2. Disconnect the following cables from the 










HDD lottery board: 


2. Remove on 


M2.Sk5 hexst 




ieM2.5x4 brass 


-HDD cable from PJ754 




ng the FDD. 






-Battery power line cable from PJ753 


.:i.F:*m.:.-/.ifoi 


rM2.5x3 brass 




securing the FDD 


-Sensor cable from PJ7 50 










:■: p*m.:.v* one M25x6 brass screw and plastic brace. 


4. Disc:. nn ed 


i* FDD flexible 




m the FDD. 


4. Lift up the HDD/battery board 










CD-ROM/DVD ROM DRIVE REMOVAL 






D/DVD-ROM 
D/DVD-ROM 


:.;.n 
CD 


ecto, 


j^MMS-^' : ^i 


efromPJ17 


CD 

z. ■:-- 

:-. Di3 


PJ760 

iovetwoM2x6 brass s 

ROM connector assem 
a rate the CD-ROM con 
cefrom the CD-ROM dr 
onnect the CD-ROM fie 
he CD-ROM connector, 
love two M2x3 screws 
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CPU BOARD REMOVAL 







TOSHIBA 

Tough Enough for Today's World. 



FIELD REPLACEABLE UNIT DOCUMENTATION 
Satellite" 

4030/4060/4070/4080/4090/4100 Series 



SYSTEM BOARD REMOVAL 
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SENSOR AND SOUND BOARD REMOVAL 




display assembly. 
1 p*m.:.v* two M2.5x6 bras: 
:3. Th*!* ar* 22 latches -.™:i 



the HV cable 
3 . F:em*ve four M2.5x6 bras 

LCD module. 
4. -I .Ji^-fullv iv.titetheLCD in 



■ move the LCD from 



le LCD cable from the LCD it 
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Tough Enough for Today's World. 
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13.3 DSTN DISPLAY MASK REMOVAL 



FL INVERTER AND 13.3 DSTN LCD REMOVAL 





FL cable 


M25x6 brass FL in 


,erte, board 


1. Remove tw 


)M2x5 brass screw sec 


uringFL invert 


2. Carefully lift 


up the FL inverter boan 


land 






nCNt Rem.-/- 


the foam in 


iiilator on the HV cable 




HV cable fi 


om CN2. 




:-:.P* m .:.v*foi 


irM2.5»6 brass screws 




LCD moduli 






4. ■:-.]! cfullv iv. ■ 


atetheLCD module fror 




of the LCD i 
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14.1 TFT DISPLAY MASK REMOVAL 



FL INVERTER AND 14.1 TFT LCD REMOVAL 




1. Remove one M2x5 brass scr ewsecu ling FL in 

2. Carefully lift up the FL inverter board and 



the HV cable from CN2. 

3 Femovefourmaskseals 

luring the LCD m 



emovefourM2X5 b 



o. Carefully rotate the LCD module fiom light to left 

of the LCD cover. 
6. Disconnect the LCD cable from the LCD module 

remove the LCD from the computer. 
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